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Introduction

The durability of powder metallurgy nickel base superalloys employed as compressor and turbine

disks is often limited by low cycle fatigue (LCI0 crack initiation and crack growth from highly stressed

surface locations (comers, holes, etc.). Crack growth induced by dwells at high messes during aerospace

engine operation can be particularly severe (ref. 1, 2). Superselvus solution heat treatments can be used

to produce coarse grain sizes approaching ASTM 6 for improved resistance to dwell fatigue crack growth
(re£ 3). However, the coarse grain sizes reduce yield strength, which can lower LCF initiation life. These

high temperature heat treatments also can encourage pores to form. In the advanced General Electric disk

superalloy KM4, such pores can initiate fatigue cracks that limit LCF initiation life (ref. 4). Hot isostatic

pressing (HIP) during the supersolvus solution heat treatment has been shown to improve LCF initiation

life in KM4, as the HIP pressure minimizes formation of the pores (ref. 5). Reduction of boron levels in

KM4 has also b_n shown to increase LCF initiation life after a conventional supersolvus heat treatment,

again possibly due to effects on the formation tendencies of these pores (re£ 4, 6, 7). However, the effects

of reduced boron levels on microstructure, pore characteristics, and LCF failure modes in KM4 still need

to be fully quantified. The objective of this study was to determine the effect of boron level on the

microstructuro, porosity, LCF behavior, and failure modes of supersolvus heat treated KM4.

Material and Experimental Procedures

The compositions of "low boron" and "high boron" KM4 alloys (ref. 7) are listed in Table 1.

The overall compositions were comparable, but "low boron" KM4 had about 50% lower boron and 30%

higher carbon than the conventional ("high boron") KM4. The alloys were each produced fxom powder,

which was atomized in argon, hot compacted, extruded, then isothermally forged using the same

conditions. The low boron KM4 forging was exclusively first subjected to a homogenization/annealing

heat treatment of 2140°F/48 h. Specimen blanks were then machined from each forging. The blanks

were supersolvus solution heat treated at 2175°F/lh in a vacuum furnace and cooled at an initial cooling

rate of about 120°F/rain. and then given a subsequent aging heat treatment at 1425°F/8 h. Conventional

LCF specimens were then machined with a uniform cylindrical gage section of 0.25" diameter and 0.75"

long. The specimen gage sections were subjected to a final low stress grinding/polishing step which

produced an 8 rms finish, with final polishing lines oriented parallel to the specimen centerline.

Low cycle fatigue tests were performed at 1200°F with a total strain range of 0.69% and strain

ratio R_ ---e_m/e,_ of 0. Tests were initially conducted using a strain-controlled sawtooth waveform at a

frequency of 0.33 Hertz for about 29,000 cycles. Specimens which survived this test segment were then
cycled with a load-controlled sinusoidal waveform at a frequency of 10 Hertz, which maintained the

previously stabilized maximum and minimum cyclic stresses. Tests were continued until failure or to a

50% reduction in the maximum stabilized stress. All fracture surfaces were examined using optical and

scanning electron microscopy. Planar sections oriented transverse to the specimen centerlines were

metallographically prepared adjacent to the fracture surfaces of all specimens, for examination using

optical and scanning electron microscopy (SEM). Analyses for pore contents and sizes were performed on

the unetched metallographic sections using optical imaging with a Quantimet 500 image analysis system.

Grain sizes were determined on the sections after etching with Kallings reagent, using the Heine intercept

technique with a circular template according to ASTM E112.



Results and Discussion

1. Typical Microstructures

The low and high boron KM4 alloys had generally similar microstructures alter heat treatment.

Typical tnicrostructures observed in low and high boron KM4 are compared in Fig. 1. Low boron KM4
specimens had slightly coarser mean grain size (ASTIr[ 5.2_2) than high boron KM4 (ASTMS.8+.I), but

both had mean grain sizes between ASTM 5 and 6. The mean cooling 7' sizes of both alloys were
comparably coarse at 0.35-0.38 pro., due to the relatively slow initial cooling rate of about 120F/min. from
the solution heat treatment. The low boron KM4 appeared to have a lower pore content than high boron
KM4. The characteristics of the pores in each alloy will be subsequently compared in detail.

2. Fatigue Behavior

The KM4 alloys had similar cyclic stress-strain responses. The fatigue test results are listed in
Table 2. Cyclic stress-strain hysteresis responses of low and high boron KM4 are compared in Fig. 2.
Both alloys had initial plastic strain of over 0.2% on cycle 1, which allowed the determination of 0.2%
offset yield strengths on all specimens as indicated on the hysteresis loops of Fig. 2a-b. The yield
strengths were quite comparable for all specimens, Fig. 2c. The hysteresis loops in subsequent cycling
was predominantly elastic in all specimens, with plastic stain ranges of less than 0.02%. Very little
relaxation of cyclic mean and maximum stresses occurred during these tests, and these stresses were
maintained near initial levels. The cyclic maximum stress at half of cyclic life of low boron KM4 was
slightly higher than that of high boron KM4, Fig. 2c. However, the cyclic stress-strain responses of low
and high boron KM4 were very similar overall.

The mean fatigue life of low boron KM4 exceeded that of high boron KM4. The fatigue lives of
low and high boron KM4 are compared in the probability diagram of Fig. 3 as the common logarithm of
fatigue life versus probability of failure. The data for each alloy should lie along a straight line in this
plot, if the common logarithm of life were normally distributed about the mean. Regression lines
assuming log normal distributions were fit for each alloy and are shown in the plot. The high correlation
coefficients (r:) of .95 and .88 for low and high boron KM4 indicated the log normal life assumption was
reasonable for this data. The mean life (Nf) of each alloy is indicated at a probability of 50%. The
regressed mean life of low boron KM4 was 74,085 cycles, significantly longer than that determined for
high boron KM4, 21,108 cycles. Mean life of low boron KM4 was longer than that of high boron KM4 at
a statistical significance confidence of 99%, using the log normality assumption. As an alternative to the
assumption of log normal life, Weibull curves were fit according to the equation:

Prob.= 1 - exp(-H_) c

The regressed Weibull curves indicated mean lives of 77,268 for low boron KM4 and 24,063 cycles for
high boron KM4, similar to previous predictions.

Surface-initiated failures produced lowest lives in both alloys and these failures significantly
influenced the life distributions, especially for high boron KM4. Separate life lines are sometimes
generated for surface and internal initiated failures (ref. 1). There was an insufficient number of surface-
initiated failures to do that in this data set. However, a life comparison excluding surface-initiated failures
still indicated low boron KM4 had over 100% longer mean life. Therefore, low boron KM4 conclusively
had longer life than high boron KM4 in these test conditions, using either life analysis approach.

3. Evaluation of Failure Initiation Sites

Low and high boron KM4 LCF specimens had different failure initiation sites. The identity, size,
and distance from the specimen surface of the observed failure initiation sites in all specimens are listed in
Table 3. Typical initiation sites are compared in Fig. 4. Fatigue cracks initiated in low boron KM4
specimens at laxge grains (facets) and at small, round pores. The small, round pores shall be referred to
as Type A pores. However, most failures initiated in high boron KM4 at large, elongated pores, which
shall be referred to as Type B pores. The Type B pores were usually at grain boundaries, and sometimes
contained minor amounts of agglomerated aluminum and silicon-rich oxide inclusions. Therefore, the



different life responses of low and high boron KM4 could be attributed to different failure initiation sites.
The observations indicated the inferior mean life of low boron KM4 was associated with fatigue cracking
at large, elongated Type B pores.

4. Evaluation of Life-limiting Features

Pores

Fatigue failures in both low and high boron KM4 often initiated at pores. Therefore, detailed
characterizations of pore content and size were conducted in the two alloys. High boron KM4 had higher
pore content than low boron KM4. Typical micrographs from metallographic sections of low and high
boron KM4 specimens are shown in Fig. 5. Area fractions of porosity were measured by image analyses
on a metallographic section from the gage of all tested specimens, and these are compared in Fig. 6. High
boron KM4 specimens clearly had higher porosity content than low boron KM4 specimens. Standard
deviations in area fractions measured in multiple fields within each section and across all specimens
indicated high boron KM4 had a higher area fraction of porosity than low boron KM4 at a statistical
confidence level of over 99.9%.

Pore size distributions were also measured in all specimens. The shape of the overall pore size
distributions of the two alloys were similar. The pore size distributions of typical low boron and high
boron KM4 specimens are compared in Fig. 7. Pore size is expressed here as the diameter of a circle
having the equivalent area to the pore (equivalent circle diameter). The higher porosity content of high
boron KM4 is clearly evident, with roughly 100% higher numbers of pores detected for each pore size
range. The pore size distributions were generally similar, with increasing frequency for decreasing pore
size. The minimum pore size indicated in the distributions was limited by the ultimate resolution possible
in low magnification images, rather than the actual minimum pore size. Low magnification images of
50X were employed to insure capturing a large majority of the section area and large pores in each
metallographic section. Therefore, smaller pores than indicated were present, but were not resolved.

Additional evaluations were directed at large pores, as the fractographic results had indicated
that large pores initiated cracks in both alloys. A comparison of the pore size distributions of Fig. 7 had
indicated that the largest pores in the high boron specimen exceeded those in the low boron KM4
specimen. Therefore, the maximum length of the largest pore in each specimen section was determined.
Maximum pore lengths were confirmed to be larger in the high boron KM4 specimens. Mierographs of
the largest pores in typical low and high boron specimens are compared in Fig. 8. The largest pores in

low boron specimens were near-spherical Type A pores with maximum lengths of 19-25 _tm. However,
the largest pores in high boron specimens were the larger, more elongated Type B pores. The maximum
lengths of the largest pores in all specimens are compared in Fig. 9. The maximum lengths of pores
which initiated failures are also included for comparison. High boron KM4 dearly had significantly

larger pores than low boron KM4, both within typical metallographic sections, and at failure initiation
sites. In both alloys, the maximum pore length measurements were larger for pores present at failure
initiation sites than in metallographic sections. This suggests that fatigue cracking occurs preferentially at
the largest pores present in the entire volume of the gage section, which should generally exceed that
measured in these randomly selected metaUographic sections.

Additional metallographic evaluations were conducted to determine the origins of the large Type
B pores in high boron KM4. These pores usually resided at grain boundaries, and they could originate
from borides which often extended from grain boundary triple points in high boron KM4. Optical and
scanning electron images ofa boride are shown in Fig. 10. An energy dispersive x-ray spectrum (EDS)
of this boride is shown in Fig. 11. EDS and selected area diffraction pattern analyses by scanning and
transmission electron microscopy indicated these were (Mo,Cr)_2 borides. These borides often had
small pores within them, and were sometimes attached to the ends of larger pores. It has previously been
postulated that these borides may be subject to incipient melting during the solution heat treatment of
KM4, due to the lower melting point of the borides than the _/-3/phases (ref. 4 ). The formation of the
large pores could be associated with this process. However, many of the large Type B pores were observed
with no borides attached. No consistent evidence of incipient melting of the -/-'f phase, as reflected by
pores surrounded by eutectic layers, was observed at the borides or the large Type B pores. Therefore,



while the borides may be subject to incipient melting during the solution heat treatment, they did not seem
directly responsible for the large Type B pores.

While the specific pore formation mechanism is not clear from these observations, it is clear that

the large pores form due to differing processing properties of low and high boron KM4. The two alloys
may require different powder atomization, compaction, extrusion, or forging conditions to achieve the
same pore content after supersolvus heat treatments. Previous work has shown that the

homogenization/annealing heat treatment of 2140°F/48 h applied exclusively to low boron K_M4was not
responsible for its lower pore content (ref. 6). This heat treatment appeared to increase pore content in
both low and high boron KM4 in that study. Systematic evaluations of the effects of each processing step
on final pore content would be necessary to fully understand the origins of the large Type B pores, and
their relationships to overall boron content and boron content near the grain boundaries.

Grains

The other microstructural features initiating failures were large grains, Fig. 4& The grains
which initiated failures appeared to be much larger than the mean grain size. Therefore, the maximum
length of the largest grain in the metallographic section of each specimen was determined. Low boron
KM4 had the largest grains and maximum grain lengths. Typical examples of the largest grains observed
in low and high boron KM4 are shown in Fig. 12. The results of measurements of all specimens are
compared schematically in Fig. 13. Mean grain sizes of low and high boron KM4 were very similar.

However the maximum grain length in low boron KM4 was greater that than in high boron KM4 at a
statistical confidence of over 99.9%.

The higher maximum grain length in low boron KM4 would not likely be related to its lower
boron content than high boron KM4, or the homogenization/annealing preconditioning heat treatment of
this alloy. The lower boron content was apparently responsible for a reduced number and size ofborides

pinning grain boundaries in low boron KM4. However, the number and size of MC carbides pinning
grain boundaries were equal or greater in low boron KM4, due to the higher carbon level in this alloy.
These MC carbides form at higher temperatures, and are considered more effective at pinning grain
boundaries than borides.

More likely, the 2140°F/48 h preconditioning heat treatment applied to low boron KM4 before
solution heat treating may have been responsible for the higher maximum grain length. It has been

• shown in supersolvns heat treated Rene' 88DT that subsolvus preconditioning heat treatments can anneal
the microstructure by relieving forging strains retained in the grains and by encouraging recrystaUization
and growth of smaller, new grains (relY.8). These responses helped to avoid enhanced localized or
critical grain growth (CGG), which is driven by high strain and high strain rate forging deformation.
However, the preconditioning heat treatment of 2140°F/45 h applied to low boron KM4 was at a higher

temperature near the _,'solvns temperature of KM4, which apparently allowed enhanced growth of
selected grains to occur before and during the solution heat treatment. This may have overwhelmed any
benefits of annealing and recrystaUization for preventing CGG.

The maximum lengths of grain facets initiating failures in low boron KM4 were also measured,

with the specimen centerline oriented normal to the viewing axis as for the metaUographic sections.
These results were previously listed in Table 3, and are compared to the maximum grain lengths from

metallographic sections in Fig. 13. The maximum grain facet lengths at failure initiation points in low
boron KM4 were slightly smaller than the maximum grain lengths of the metallographic sections. The
planar metallographic sections only sampled a very small proportion of the grains in the gage section, and
larger grains than those measured in each randomly selected section would certainly be expected
elsewhere in the gage section volume. These results indicated the largest grains did not initiate failures
in low boron KM4, rather relatively large grains meeting other failure criteria initiated the dominant
cracks to produce failure.

Other possible failure criteria promoting the planar failure of relatively large grains could include
crystallographic grain orientations allowing high resolved shear stresses on active slip systems and high
local stress state due to surface effects and residual stresses. The crystallographic orientation effects on
slip within grains do appear significant, as suggested by Fig. 14. The machined side adjoining the grain
facet which initiated LCF failure in a low boron KM4 specimen is shown. Slip offsets associated with
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bands of concentrated slip can be discerned, parallel to the failure plane of the grain. Such slip steps

apparently promoted crack initiation and growth on the slip plane. Therefore, planar 'Tacet" failures of

large grains in low boron KM4 appeared to be related to concentrated crystallographic slip. The degree
of slip concentration expected in a grain could be dependent on crystallographic orientation for resolved

stresses, grain boundary characteristics, and local stress state. The degree of slip concentration expected

in a grain could increase with grain size to initiate earlier grain and subsequent specimen failures.

Alternatively, grains of varying sizes having high slip concentration due to the other considerations could

have similar propensities for planar failures, and the larger initial crack produced by failures of larger

grains would produce earlier specimen failures. Such considerations could explain why failures initiated

at relatively large grains in low boron KM4.

Surface Defects

Two of the three surface-initiated failures producing lowest lives in the KM4 alloys occurred at

scratches. This indicates these surface defects were also important life-limiting features. The shallow

scratches of 5-6 _rn depth were apparently produced during machining, handling, or test setup of the

specimens. Surface-initiated failures at such minor scratches indicate surface finish and surface

preparation techniques such as shot peening are important considerations in maximizing the LCF lives of

advanced disk alloys such as KM4 (ref. 9). Surface crack initiated LCF failures can be up to 10X lower

than internal initiated failures in powder metallurgy disk alloys in similar test conditions (ref. 1).
Therefore, machined surfaces are also important potential crack initiation sites which must be understood

and controlled in the disk production process.

Summary and Conclusions
In summary, the fatigue behavior and failure mechanisms of low and high boron KIV[4 powder

metallurgy disk superalloys were compared. Low and high boron KM4 alloys had comparable strength
and cyclic stress-strain behaviors. However, low boron KM4 had over 100% longer mean life than high

boron KM4 for the test conditions employed. The inferior life high boron KM4 specimens had failures

initiating mainly at large, elongated Type B pores located at grain boundaries. These large Type B pores
could be associated with (Mo, Cr)sB2 borides or could be due to ditIedng boron-dependent processing

requirements for low and high boron KM4. Low boron KM4 lives were mainly limited by cracks

initiating at smaller Type A pores and at planar failures of large grains (facets). Single specimens of both
alloys also had surface-initiated failures from surface scratches, which produced the lowest lives.

It can be concluded from this study that supersolvns heat treatments employed to produce coarse

grain size for improved dwell fatigue crack growth resistance present challenges to LCF initiation
resistance:

1) Coarser average grain size produces lower yield strength and increased plastic flow for an alloy,

which can lower mean LCF life for a given strain range.

2) Nonuniform grain growth can produce inordinately large grains, which can be crack initiation sites.

3) Large pores can form, which can be crack initiation sites.
Composition adjustments such as those performed here for KM4 can address some of these

challenges, however a comprehensive consideration of the entire powder metallurgy disk production

process appears necessary to maximize LCF initiation life in supersolvus heat treated disk alloys. The

effects on LCF initiation life of alloy composition, powder characteristics, thermomechanical processing,

heat treatment, non-destructive evaluation, machining, and final surface preparation techniques such as

shot peening all need to be understood.
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Fig. 1. Typical microstructures: a.-b. low boron KM4, ¢.-d. high boron KM4.
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a°
b°

C.

Fig. 4. SEM backscattered electron micrographs of typical failure initiation sites: a. grain facet in low
boron KM4, b. small Type A pore in low boron KM4, c. large Type B pore in high boron KM4.
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Fig. 5. Optical micrographs showing typical pore
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Fig. 9. Comparison of the maximum pore lengths
for all specimen sections and at failure initiation

sites, error bars indicate +1 standard deviation.
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Fig. 10. Micrographs of (Mo, Cr)_Bz boride and

large Type B pore in high boron KM4: & optical
micrograph ofboride, b. SEM micrograph of

boride, c. optical micrograph of large Type B pore.
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a°

Fig. 14. SEM micrographs of the machined side adjoining a grain facet which initiated failure of a low
boron KM4 specimen: a. secondary electron image, b. backscattered electron image.
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after a conventional supersolvus heat treatment, again possibly due to effects on the formation tendencies of these pores.

However, the effects of reduced boron levels on microstructure, pore characteristics, and LCF failure modes in KM4 still

need to be fully quantified. The objective of this study was to determine the effect of boron level on the microstructure,

porosity, LCF behavior, and failure modes of supersolvus heat treated KM4.
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